
EMAG Flow Meter 
w/4-20 ma output 

HEATX-2 BTU/Energy Graphical Color 
Touch screen display in Wall Mount Enclosure 

Flow Direction 

115 VAC power to EMAG 
& HEATX Panel 

4-20 madc outputs 
from Flow meter and 

Temp sensors to 
HEATX-2 

Precision Matched 
 RTD Transmitter Assemblies 

Hot/Chilled Water Return Line Hot/Chilled Water Feed Line 

EMAG/HEATX-2 DUAL HOT/CHILLED WATER ENERGY SYSTEM  

 (2) Analog outputs from 
HEATX-2 to BMS 

C

Cadillac® Energy Systems 

H

Cadillac                                                   BTU/En erg y  

  Digital Communicatons: 
Modbus TCP/IP & BAC-

net IP (Std), BacNet 
MSTP, Metasys N2, Lon-

Works Output to BMS 

Flow Direction 

115 VAC power to CMAG 

Precision Matched 
 RTD Transmitter Assemblies 

Hot/Chilled Water Return Line 

C

EMAG  Flow Meter 
w/4-20 ma output 

Hot/Chilled Water Feed Line 

4-20 madc outputs from 
Flow meter and Temp sen-

sors to HEATX-2 


